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NORTH KERN WATER STORAGE DISTRICT 

 
Kern County, California 

NOTICE TO PLANHOLDERS 
Addendum Number 1 
SPECIFICATIONS NO. NK 621 

Calloway Canal Lining: Snow Road to 7th Standard Road 

 
September 19, 2024 

Sign and return this notice with your Proposal.  

Firm Name  

By  

Title  

Date  
 
By signing the cover sheet, Contractor certifies that it has reviewed the contents of the subject 
addendum and that its proposal has been prepared taking into consideration the changes made 
by said addenda. 
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NORTH KERN WATER STORAGE DISTRICT 

Addendum Number 1 

Specifications No. NK 621 

Calloway Canal Lining: Snow Road to 7th Standard Road 

Specification No. NK 621 is hereby changed and/or clarified as follows.  

1. Drawings  

a. Drawings 1, 4A, 12, 17, 27, 28, 29 are revised as attached. 

2. Pre-bid Questions  

a. What is the estimated construction budget? 

An estimated construction budget or Engineers Estimate will not be provided; 
however, the bid amount for the previous segment of Calloway Canal lining, 
from approximately the Olive Drive Weir to Snow Road (approximately 5,545 
linear feet) was $3,432,454. The bids were opened in May 2018. 

b. Would we be able to get CAD files for bidding purposes? 

CAD files will not be made available for bidding purposes.  

c. My representative that attended the pre-bid meeting was not able to walk the 
site that day.  I was hoping to schedule a site visit later this week if possible. 

Refer to specifications section “NOTICE TO BIDDER OF RECOMMENDED, BUT 
VOLUNTARY, JOB SITE TOUR”.  

Bidders are invited to partake separately in a voluntary self-guided tour of the 
Project at their convenience. Prior scheduling is not required; however, 
bidders shall notify the contact in A-12 in writing of the date and time they 
will partake in a self-guided tour separate from the tour on September 10, 
2024 at 9:00 a.m. 

d. Plan Sheet 4A Note 17 calls out base seal water stop Greenstreak 923 OE, Plan 
Sheet 29 Detail F/29 calls out base seal water stop Greenstreak 639 OE. What is 
correct product for this application? 

Greenstreak 639 is correct. Greenstreak 923 has been removed from plans 
per Addendum 1. 
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e. What is phone numbers and names of property owners on both sides of canal. 
This is for contact for water source. 

The property owners are to be contacted through the District via Angel 
Ventura at (661)448-4404. 

f. What is width of saw cuttings and what is sika product to seal joints? 

Standard saw cut width - Approx. 3/16". 
No sealant required on saw cuts, unless otherwise directed. 

3. Pre-bid Conference Questions  

a. Will the turnout work be done before the project?  

Yes.  

b. Can we stockpile excess dirt onsite?  

Yes. Significant shrinkage has been observed in previous projects, so the cubic 
yards of dirt are to make sure you have enough. If you end up with extra, a 
place(s) will be identified to stockpile onsite, or dirt might be added to the 
banks or to protect over lines, but excess dirt will not have to be hauled off 
site.  

c. Is there any closer construction water source?  

The identified source is the closest District source; however, it is noted that 
there is a landowner nearby with wells, as well as city fire hydrants on Snow 
Road. Coordination with landowners shall be done through the District.  

d. How often are spacing joints required?  

Cross ones shall be maximum of 20 feet increments. Longitudinal ones are 
shown on the plans. Saw cuts are longitudinal, unless you choose to pour 
them as a cold joint. If you pour continuously, a water stop is not required, 
but water stops are required for cold joints.  

e. Are there expansion joints where the radius comes in at the straight piece?  

No, because they are such large radiuses, they are treated as straight pieces.   

f. Is a county permit required?  

A county/grading permit is not required.  

g. See specification section B-11 for insurance requirements.  

h. It is noted that the engineer will want to see a copy of the USA ticket number.  
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i. Will you distribute the sign-in sheet from the pre-bid conference?  

Yes.  

j. Who owns the oil lines?  

Crimson Resources.  

k. Is the oil line that crosses under the canal within the 2 foot of cut?  

That is unknown – Contractor will need to pothole to verify depth prior to 
construction. Either way line will remain and be protected in place.  

l. Are there weight restrictions over the oil line crossing?  

That is unknown. Would depend upon cover over line.  

m. What size is the oil line?  

Either 6 inches or 8 inches.  

n. Will the oil line be marked by the District?  

No. That is the contractor’s responsibility. The contractor will need to do USA 
on all the oil lines. What is known is shown on the plans.  

o. Is there an engineer’s estimate?  

See 2a above.  

4. Attachments 

a. Planholders List 

b. Pre-bid conference sign-in sheets  

c. Drawings 

i. 1  

ii. 4A 

iii. 12 

iv. 17 

v. 27 

vi. 28 

vii. 29 
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Calloway Canal Lining: Snow Road to 7th Standard Road 

NK 621 
Planholders List 

Addendum 1 

COUNT ISSUED TO CONTACT 
- North Kern Water Storage District Website  

- Kern County Builders Exchange 
 

sgeissel@kcbex.com 
admin@kcbex.com 

- Dodge Data and Analytics dodge.bidding@construction.com 
support@construction.com 

projectdata@construction.com 

- ConstructConnect rose.lausa@constructconnect.com 

1 Granite Construction Company  Sarah Pearse    
graniteconstruction.com 

2 RTS Construction Services, Inc. Jared Spann 
jared@rtstrucking.com 

Ed Dykes 
edd@rtstrucking.com 

3 Bosco Construction Rafael 
Rjr.bosco@gmail.com  

Patrick 
Psr.bosco@gmail.com  

4 Nicholas Construction, Inc. 
 
 
 
 
 

Alex Silicz 
alex@nicholasconstructioninc.com 

andrew@nicholasconstructioninc.com 
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mailto:dodge.bidding@construction.com
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COUNT ISSUED TO CONTACT 
5 Floyd Johnston Martin Cypher 

mcypher@floydjohnston.com 
Steve Little 

slittle@floydjohnston.com 

6 Guinn Construction Jeff Cruz 
jcruz@earthmover.com 

7 Griffith Company Scott Miles 
smiles@griffithcompany.net 

8 Mass X Inc. John Foster 
john@massxinc.com 

9 Brosamer & Wall John Pologar 
jpologar@brosamerwall.com 

Paul Garcia 
pgarcia@brosamerwall.com 

Mike Newman 
mnewman@brosamerwall.com 

10 Cen-Cal Construction Jason Plank 
jplank@cencalconstruction.com 

Justin Leach  
jleach@cencalconstruction.com 

11 NMN Construction Ashley Alegre 
ashley.alegre@nmnconstruction.com 
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11. ELECTRIC WELDED WIRE MESH SHALL NOT BE USED. ELECTRIC WELDED WIRE MESH SHALL NOT BE USED. 12. USE EPOXY WHEN EMBEDDING REBAR INTO EXISTING CONCRETE PER ASTM C USE EPOXY WHEN EMBEDDING REBAR INTO EXISTING CONCRETE PER ASTM C 881, TYPE 3, GRADE 3. 13. CLOSED TIES OR STIRRUPS SHALL BE FORMED IN ONE PIECE BY OVERLAPPING CLOSED TIES OR STIRRUPS SHALL BE FORMED IN ONE PIECE BY OVERLAPPING STANDARD STIRRUP (OR TIE) END HOOKS AROUND A LONGITUDINAL BAR, OR FORMED IN ONE OR TWO PIECES AND SPLICED EITHER BY VEE GROOVE WELDED SPLICE, WELDED LAP SPLICING OR MECHANICAL LAP SPLICING PER CAL TRANS STANDARD SPECIFICATIONS 52-1.08 14. FABRICATION, ERECTION, AND PLACEMENT OF REINFORCING STEEL SHALL FABRICATION, ERECTION, AND PLACEMENT OF REINFORCING STEEL SHALL CONFORM TO CONCRETE REINFORCING STEEL INSTITUTE OF STANDARD PRACTICE.     15. REINFORCING BARS LARGER THAN #8 ARE NOT PERMITTED UNLESS SPECIFICALLY REINFORCING BARS LARGER THAN #8 ARE NOT PERMITTED UNLESS SPECIFICALLY DETAILED OR NOTED OTHERWISE.   16. THE MINIMUM RADIUS OF BEND FOR REINFORCING STEEL (MEASURED ON THE THE MINIMUM RADIUS OF BEND FOR REINFORCING STEEL (MEASURED ON THE INSIDE OF BAR) SHALL BE AS FOLLOWS:   17. LOCATION OF ALL CONSTRUCTION JOINTS, OTHER THAN SPECIFIED, SHALL BE LOCATION OF ALL CONSTRUCTION JOINTS, OTHER THAN SPECIFIED, SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW PRIOR TO POURING. CONSTRUCTION JOINTS SHALL BE THOROUGHLY AIR AND WATER CLEANED AND HEAVILY ROUGHENED SO AS TO EXPOSE COARSE AGGREGATES. ALL SURFACES TO RECEIVE CONCRETE SHALL BE MAINTAINED CONTINUOUSLY WET AT LEAST THREE HOURS IN ADVANCE OF POURING.   18. ALL REINFORCING STEEL, ANCHOR BOLTS, DOWELS, INSERTS, AND ANY OTHER ALL REINFORCING STEEL, ANCHOR BOLTS, DOWELS, INSERTS, AND ANY OTHER HARDWARE TO BE SET IN CONCRETE SHALL BE SECURED IN POSITION PRIOR TO POURING OF CONCRETE.   19. ENGINEER AND INSPECTOR SHALL BE NOTIFIED FOR REINFORCING INSPECTION ENGINEER AND INSPECTOR SHALL BE NOTIFIED FOR REINFORCING INSPECTION PRIOR TO POURING ANY CONCRETE.   20. EPOXY-COATED REINFORCING BARS TO CONFORM TO THE ASTM A 775 EPOXY-COATED REINFORCING BARS TO CONFORM TO THE ASTM A 775 SPECIFICATIONS.  21. REINFORCING SHALL BE PROPERLY SUPPORTED SO NO BAR SAGS MORE THAN ± REINFORCING SHALL BE PROPERLY SUPPORTED SO NO BAR SAGS MORE THAN ± 3/32".     REINFORCING SHALL BE PROPERLY POSITIONED TO MATCH BOTH VERTICAL AND HORIZONTAL LINES AS SHOWN ON THESE PLANS.   22. REINFORCEMENT SHALL NOT BE CUT OR BENT BY HEATING.REINFORCEMENT SHALL NOT BE CUT OR BENT BY HEATING.
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4. FINE AND COARSE AGGREGATE SHALL CONFORM TO ASTM C-33 FOR STANDARD FINE AND COARSE AGGREGATE SHALL CONFORM TO ASTM C-33 FOR STANDARD WEIGHT CONCRETE AND ASTM C-330 FOR LIGHT WEIGHT CONCRETE. 5. ALL AGGREGATE SHALL BE FROM A STATE APPROVED STOCKPILE SOURCE. THE ALL AGGREGATE SHALL BE FROM A STATE APPROVED STOCKPILE SOURCE. THE SHRINKAGE SHALL BE AS PER ASTM C-157 WITH THE AVERAGE DRYING SHRINKAGE (28 DAYS OF DRYING) NOT EXCEEDING 0.045%. 6. MAXIMUM SIZE OF AGGREGATE SHOULD BE 1". 1½" AGGREGATE MAY BE USED IN MAXIMUM SIZE OF AGGREGATE SHOULD BE 1". 1½" AGGREGATE MAY BE USED IN CONTINUOUS FOOTINGS OR ISOLATED PAD. 7. MIX DESIGNS SHALL BE PREPARED BY AN APPROVED TESTING LABORATORY AND MIX DESIGNS SHALL BE PREPARED BY AN APPROVED TESTING LABORATORY AND SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW. MINIMUM CEMENT CONTENT SHALL BE 5 1/2 SACKS PER CUBIC YARD. 8. MAXIMUM WATER-CEMENT RATIO TO BE 6 GALS. PER SACK. MAXIMUM WATER-CEMENT RATIO TO BE 6 GALS. PER SACK. 9. READY-MIXED CONCRETE TO MEET REQUIREMENTS OF ASTM C-94. READY-MIXED CONCRETE TO MEET REQUIREMENTS OF ASTM C-94. 10. ADMIXTURES AND CURING COMPOUNDS TO BE AS FOLLOWS: CONTRACTOR SHALL ADMIXTURES AND CURING COMPOUNDS TO BE AS FOLLOWS: CONTRACTOR SHALL SUBMIT REQUESTS FOR USE OF ADMIXTURES TO ENGINEER FOR HIS REVIEW AND APPROVAL.     10.1. WATER REDUCING ADMIXTURE: POZZOLITH 300R AT THE RATE OF 5 OZ. PER WATER REDUCING ADMIXTURE: POZZOLITH 300R AT THE RATE OF 5 OZ. PER SACK. ZEECON AT THE RATE OF 6.8 OZ. PER SACK, GRACE WRDA-79 AT THE RATE OF 8 OZ. PER SACK, OR GRACE WRDA-64 AT THE RATE OF 5 OZ. PER SACK.  WITH THE ACCEPTANCE OF THE ENGINEER, POZZOLITH 300N OR 322N AT THE RATE OF 5 OZ. PER SACK, OR ZEECON H AT THE RATE OF 6 OZ. PER SACK MAY BE USED. 10.2. SUPERPLASTICIZER OR HIGH RANGE WATER REDUCING ADMIXTURE CONFORMING SUPERPLASTICIZER OR HIGH RANGE WATER REDUCING ADMIXTURE CONFORMING TO ASTM C494 TYPE F OR G MAY BE USED AS NEEDED TO EASE CONCRETE PLACEMENT. SUBJECT TO REVIEW AND APPROVAL BY ENGINEER.  10.3. AT SLABS AND OTHER HORIZONTAL CONCRETE SURFACES: WHITE PIGMENTED AT SLABS AND OTHER HORIZONTAL CONCRETE SURFACES: WHITE PIGMENTED LIQUID MEMBRANE, ALL RESIN, WATER BASED CURING COMPOUND, CONFORMING TO ASTM C-309, TYPE 2, CLASS B. BURKE AQUA RESIN CURE, W.R. MEADOWS SEALTIGHT 1200, OR ACCEPTABLE EQUIVALENT. 10.4. AT VERTICAL SURFACES, INCLUDING FORMED SURFACES WHERE FORMS ARE AT VERTICAL SURFACES, INCLUDING FORMED SURFACES WHERE FORMS ARE REMOVED PRIOR TO THE END OF THE CURING PERIOD: CLEAR LIQUID MEMBRANE, ALL RESIN, WATER BASED CURING COMPOUND, CONFORMING TO ASTM C-309, TYPE 1, CLASS B. W.R. MEADOWS SEALTIGHT 1100, OR ACCEPTABLE EQUIVALENT. 11. ANCHOR BOLTS, DOWELS, INSETS, ETC., SHALL BE SECURELY TIED IN PLACE PRIOR ANCHOR BOLTS, DOWELS, INSETS, ETC., SHALL BE SECURELY TIED IN PLACE PRIOR TO POURING CONCRETE.   12. CONCRETE SHALL BE CURED BY KEEPING IT CONTINUOUSLY WET FOR 10 DAYS, OR CONCRETE SHALL BE CURED BY KEEPING IT CONTINUOUSLY WET FOR 10 DAYS, OR BY AN APPROVED CURING METHOD.  13. TESTING OF CONCRETE WITH F'C (@28 DAYS) GREATER THAN 2500 PSI, AND TESTING OF CONCRETE WITH F'C (@28 DAYS) GREATER THAN 2500 PSI, AND REINFORCING STEEL, SHALL BE DONE BY A LICENSED TESTING LABORATORY.   14. VERIFY ALL DIMENSIONS AND CONDITIONS AT THE JOB SITE AND NOTIFY ENGINEER VERIFY ALL DIMENSIONS AND CONDITIONS AT THE JOB SITE AND NOTIFY ENGINEER OF ANY DISCREPANCY.   15. POUR FOOTINGS AGAINST UNDISTURBED NATURAL GRADE TO LINES AND POUR FOOTINGS AGAINST UNDISTURBED NATURAL GRADE TO LINES AND DIMENSIONS SHOWN ON DRAWINGS.  THE BOTTOM OF ALL FOOTINGS SHALL BE CLEANED OF ANY LOOSE MATERIAL, AND ALL REINFORCEMENT SHALL BE FIRMLY TIED IN POSITION BEFORE CONCRETE IS POURED.   16. MAXIMUM CONCRETE SLUMP SHALL BE 3 INCHES FOR ALL 4,000 PSI CONCRETE MAXIMUM CONCRETE SLUMP SHALL BE 3 INCHES FOR ALL 4,000 PSI CONCRETE AND 5 INCHES FOR 3,200 PSI CONCRETE.  17. COLD (CONTROL) JOINTS SHALL INCLUDE BASE SEAL WATER STOP - COLD (CONTROL) JOINTS SHALL INCLUDE BASE SEAL WATER STOP - GREENSTREAK 639, OR APPROVED EQUAL.  18. NON-SHRINK GROUT SHALL BE SIKAGROUT 212 BY SIKA CORPORATION, NON-SHRINK GROUT SHALL BE SIKAGROUT 212 BY SIKA CORPORATION, MASTERFLOW 928 GROUT BY MASTER BUILDERS, FIVE STAR GROUT BY FIVE STAR PRODUCTS, HUB PLUG, OR APPROVED EQUAL, WITH COMPRESSIVE STRENGTH OF 5000 PSI OR BETTER.  19. VIBRATE ALL CONCRETE (INCLUDING SLABS ON GRADE) AS IT IS PLACED, WITH A VIBRATE ALL CONCRETE (INCLUDING SLABS ON GRADE) AS IT IS PLACED, WITH A MECHANICAL VIBRATOR OPERATED BY EXPERIENCED PERSONNEL. THE VIBRATOR SHALL BE USED TO CONSOLIDATE THE CONCRETE, NOT TRANSPORT IT. REINFORCING AND FORMS SHALL NOT BE VIBRATED.  20. REMOVE FORMS IN ACCORDANCE WITH THE FOLLOWING SCHEDULE: A. SIDE FORMS REMOVE FORMS IN ACCORDANCE WITH THE FOLLOWING SCHEDULE: A. SIDE FORMS OF FOOTINGS:  MINIMUM 2 DAYS.  B. WALLS:  MINIMUM 10 DAYS.  WALL FORMS MAY BE REMOVED AFTER 4 DAYS IF CURING IS PERFORMED AS SPECIFIED FOR UNFORM SURFACES. C. LINING: MINIMUM 1 DAY.
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21. UNLESS OTHERWISE NOTED, ANCHOR BOLTS ARE TO BE FULL DIAMETER CUT UNLESS OTHERWISE NOTED, ANCHOR BOLTS ARE TO BE FULL DIAMETER CUT THREAD BOLTS, MADE FROM GRADE A304 OR A316 STEEL, BY AN AMERICAN MANUFACTURER.   22. FORM WORK DESIGN AND REMOVAL SHALL CONFORM TO CALIFORNIA BUILDING FORM WORK DESIGN AND REMOVAL SHALL CONFORM TO CALIFORNIA BUILDING CODE, SECTION 1906 AND STATE OF CALIFORNIA D.O.T. STANDARD SPECIFICATIONS SECTION 51.06.  23. CONCRETE SHALL NOT FALL MORE THAN SIX FEET. USE TREMIE, PUMP, OR OTHER CONCRETE SHALL NOT FALL MORE THAN SIX FEET. USE TREMIE, PUMP, OR OTHER APPROVED METHODS.   24. ONLY ONE GRADE OF CONCRETE SHALL BE ALLOWED ON PROJECT SITE AT ANY ONLY ONE GRADE OF CONCRETE SHALL BE ALLOWED ON PROJECT SITE AT ANY TIME.  25. TESTING:     TESTING:     25.1. LABORATORY:  THE OWNER SHALL RETAIN AND PAY FOR THE SERVICES OF A LABORATORY:  THE OWNER SHALL RETAIN AND PAY FOR THE SERVICES OF A TESTING      LABORATORY (ACCEPTABLE TO THE ENGINEER) WHERE SAMPLES WILL BE TESTED IN ACCORDANCE WITH THESE STRUCTURAL NOTES AND THE APPLICABLE STANDARDS OF THE ASTM. WORK UNDER THIS DIVISION (TO BE PERFORMED BY THE CONTRACTOR) INCLUDES THE TAKING AND STORAGE OF SAMPLES AND THEIR DELIVERY TO THE LABORATORY. THE TESTING LAB AND ENGINEER MUST BE GIVEN A MINIMUM OF 48 HRS. NOTICE PRIOR TO CONCRETE PLACING OPERATIONS.     25.2. FREQUENCY OF TESTING:  SAMPLES FOR STRENGTH TESTS OF EACH CLASS FREQUENCY OF TESTING:  SAMPLES FOR STRENGTH TESTS OF EACH CLASS OF CONCRETE PLACED EACH DAY SHALL BE TAKEN NOT LESS THAN ONCE A DAY, NOR LESS THAN ONCE FOR EACH 100 CUBIC YARDS OF CONCRETE, NOR LESS THAN ONCE FOR EACH 5000 SQ. FT. OF SURFACE AREA FOR LINING SLABS OR WALLS.     25.3. SAMPLES: MAKE 5 TEST CYLINDERS (MINIMUM) FOR EACH REQUIRED TEST.     SAMPLES: MAKE 5 TEST CYLINDERS (MINIMUM) FOR EACH REQUIRED TEST.     25.4. TESTING OF SAMPLES: TEST EACH BATCH OF 5 CYLINDERS AS FOLLOWS: 1 TESTING OF SAMPLES: TEST EACH BATCH OF 5 CYLINDERS AS FOLLOWS: 1 AT 7 DAYS; 3 AT 28 DAYS; AND 1 IN RESERVE, MINIMUM.     25.5. TEST REPORTS: A COPY OF ALL TEST REPORTS SHALL BE SUBMITTED TO THE TEST REPORTS: A COPY OF ALL TEST REPORTS SHALL BE SUBMITTED TO THE ENGINEER.
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